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BATTERY
TERMINAL
CLEANER AND PROTECTOR

WITH ACID-ALKALI  INDICATOR

EXTENDS
BATTERY LIFE

•
INCREASES

POWER
OUTPUT

PENETRATES THROUGH CORROSION and NEUTRALIZES ACID

REDUCES CURRENT LEAKAGE CAUSED BY DIRT and CORROSION DEPOSITS

PROVIDES RESIDUAL CORROSION PREVENTION

NON-FLAMMABLE SPRAY • LEVEL-1 STORAGE RATING

https://www.lyndistributing.com/cgi-bin/shopper.cgi?preadd=action&key=a00040
http://www.lyndist.com
http://www.lyndist.com/msds_sheets/sec_aerosols/battcleaner.PDF
mailto:slh@lyndist.com


Specifications

Features

For Use by For Use On

A one-step battery terminal cleaner and protector that dissolves corrosion and neutralizes battery
acid. Helps eliminate power leaks thereby restoring full starting and running power. A unique
color  indicator advises when all corrosive acid build-up has been neutralized. When cleaning is
complete, surface is left treated with an anti-corrosion coating which prevents build-up and helps
extend battery life.

Description

aerosol
product

data
sheet

MUNICIPALITIES • TRUCK LINES
SCHOOL BUS YARDS • MARINAS

FLEET OPERATORS
GOLF COURSES

VEHICLE RENTAL COMPANIES
AUTO REPAIR SHOPS

AUTOS • BUSES • TAXIS
AIRCRAFT • BOATS • GOLF CARTS

TRACTORS • TRAILERS
POSTAL VEHICLES • FORK LIFTS

BATTERY BACKUP SYSTEMS
CONSTRUCTION, AGRICULTURAL &

MARINE EQUIPMENT

Appearance and Odor .................................................. Orange Tinted Foam/Ammonia Odor
Flash Point of Concentrate ...........................................................................................   None
Flammability ....................................................................................... Non-Flammable Spray
Specific Gravity ............................................................................................................. 1.040
Propellant ........................................................................................  Liquified Petroleum Gas
Spray Pattern ..........................................................................................  Direct Foam Spray
NFPA Fire Rating .........................................................................................  Level 1  Aerosol
Packaging ................................................... 12 x 18oz. Net  Wt. Cans per case (20oz. Cans)

NON-FLAMMABLE SPRAY
COLOR PERFORMANCE INDICATOR

CORROSION PREVENTIVE INGREDIENT
HELPS EXTEND BATTERY, TERMINAL and CABLE LIFE

BATTERY
TERMINAL
CLEANER AND PROTECTOR


